
450LLF Compression Coupling  •  Spec Sheet

MATERIAL SPECIFICATIONS
No. Part Material

1 Packing Nut Brass B584 C85710

2 Packing EPDM - SE-719F

3 Body Brass C89550

4 Packing EPDM - SE-719F

5 Packing Brass B584 C85710

FEATURES & BENEFITS

DIMENSIONS

Part  # IPS CTS H L

450L02LF 3/8” 1/2” 4.75 1.34

450L03LF 1/2” 3/4” 4.91 1.56

450L04LF 3/4” 1” 5.20 1.95

450L05LF 1” 1-1/4” 4.85 2.19

450L06LF 1-1/4” 1-1/2” 4.91 2.56

450L07LF 1-1/2” - 5.10 2.80

450L08LF 2” - 5.16 3.27

• Lead Free Brass*
• Compression Couplings
• 5” Length - Long Pattern
• Sizes 3/8" - 2" - IPS

*Product will have LF imprinted on the body for Lead Free

*This product complies with 0.25% weighted average lead             
content on wetted surfaces in accordance with the Safe Drinking 

Water Act (SDWA) / Federal Public Law No. 111-380.



450LCLF Compression Coupling  •  Spec Sheet

MATERIAL SPECIFICATIONS
No. Part Material

1 Packing Nut Brass C89550

2 Packing EPDM - SE-719F

3 Body Brass C89550

4 Packing EPDM - SE-719F

5 Packing Brass C89550

FEATURES & BENEFITS

DIMENSIONS

Part  # CTS H L

450L08CLF 2” 4.69 2.96

• Lead Free Brass*
• C X C
• 5” Length - Long Pattern
• Size 2” - Copper Pipe

*This product complies with 0.25% weighted average lead             
content on wetted surfaces in accordance with the Safe Drinking 

Water Act (SDWA) / Federal Public Law No. 111-380.

*Product will have LF imprinted on the body for Lead Free


